Operating Manual
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Microprocessor controlled high—-performance rapid charger/balancer for
NiCd/NiMH/Li-polymer/Pb batteries with cell voltage balancer.

Charge current up to 5A, 1 to 5 series of Li-poly, 1 to 14
cells of NiCd/NiMH, 2 to12V of Lead-acid (Pb)
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Li-Polymer Balance Charger
110 5 series Li-Po battery

Individual voltage balancing

1to 14 cells Ni-MH/Ni-Cd
Li-Polymer 21012V Lead acid (Pb)
Ni-MH/Ni-Cd Charging rate: 0.1A to 5.0A

Pb Battery
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Thank you for purchasing the e-STATION BC5. You get a rapid charger that is
computerized with a high performance microprocessor and specialized operating software. It
can maintain your battery at its best condition and also control them safely.

Please read this entire operating manual completely and attentively as it contains a wide
variety of specific programming and safety information.

You need to keep this manual in a safe place, and be sure to pass it on to the new owner if
you ever dispose of BCb.

@® Special features

The temperature of the battery on charging will raise by its internal
chemical reaction. If you set the limit of temperature the process will be expired forcibly
when the limit has reached.

Processing time limit : You can also restrain the maximum process time to prevent from
any possible defect.

Input power monitor : To protect the car battery using as input power from being damaged
the voltage of it always monitored. If it drops below the lower limit the process will be
ended automatically.

- High-power and high-performance circuit

BC5 employs the circuit that has maximum output power of 50W. As a result it can charge
or discharge up to 14 cells of NiCd/NiMH and 5 series of Li-poly batteries with maximum
current of 5.0A.

* When using the thermal probe (product no.: EAC110)
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